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"THERE’S NO CONNECTION LIKE A DOLPHIN CONNECTION" ™

Low Voltage. High Quality. High Performance.

For over 50 years, Dolphin Components has been a quiet industry leader, manufacturing
low voltage products, including, connectors, cable ties, tools and more. From humble
beginnings, Dolphin has risen up among its competitors to bring you the highest quality
and performance products in the marketplace. Our success has not been by accident. We

impose strict quality control and only manufacture our products in ISO certified facilities.

We understand that it takes more than a great product to be a leader and we
go the extra mile for our customers. Dolphin is committed to the highest level of

customer service and we promise to make every one of your needs our first priority.

Dolphin recognizes that in a world of ever changing technology, high quality
products and great customer service alone do not build long lasting relationships.
That is why we strive to bring the most up-to-date products to market so that

we can be the company you turn to today, tomorrow and long into the future.




ORDERS AND RETURNS

Orders:
» Orders accepted 24 hours/day:
+ Fax: 1-888-274-2774
* E-mail: salesorders@dolphincomponents.com
* No phone orders accepted.
» All orders shipped within 24 hours; shipped

Terms:
* Subject to credit approval.
+ All payments are to be made in U.S. Currency.

Shipping:

+ Freight is FOB Deerfield Beach, FL (USA)

» All orders will ship prepaid via UPS Ground or FedEx Standard, unless requested
otherwise.

Returns:

* All returns must be accompanied by a Dolphin Components Return Materials
Authorization form (RMA). The RMA number must be clearly marked on the outside of
the box and on the packing list. Dolphin Components reserves the right to refuse any
shipments in which the RMA number is not marked on the outside of the box. Packing
list must also include customer’s original purchase order number.

* Returns must be shipped prepaid.

» All returns must be in original packaging and in resalable condition.

+ All returns will be evaluated for resalability before credit is issued.

Guarantee:
All products are 100% guaranteed.

Disclaimer:

There are no express warranties which extend beyond the description of the face hereof. SELLER DISCLAIMS ANY IMPLIED
WARRANTIES OF MERCHANTABILITY OR OF FITNESS FOR ANY PARTICULAR PURPOSE. Since Seller cannot control the
manner or use of its products after their sale, Seller will not be responsible for any consequential or indirect damages. Rather
Seller will, at it’s option, either replace the product or refund the purchase price. No warranties will apply if the products are in any
way altered or modified after delivery by Seller.

All rights reserved. No portion of this publication, whether in whole or in part, can be reproduced
without the express written consent of Dolphin Components Corp.

© Dolphin Components Corp. 2010 Not responsible for typographical errors.
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SUPER B CONNECTORS

M No Wire Stripping

M Quick Installation

S DC-1000-5
..*. I:=___IISf.uu.g_,n'.\ur‘,'r_

DC-1000-P
e

M No Clean Up

Dolphin Super B Connectors provide the industry’s most reliable connection with their unique design and tine
structure. They reduce costs, will not corrode and do not require insulation stripping of most wire gauges before
insertion. They also allow for connection testing without stripping wires for faster installations with less clean-up
time. These features ensure the continued operation of the security, safety and communications systems in
which our connectors are most frequently used.

DESIGN FEATURES DOLPHIN® SEALANT #27B
» UL Listed E172979 Moisture Resistant Barrier
* Unique Funnel-Entry Design: * Non-Curing Sealant
» Allows Easier Wire Insertion *  Will Not Leak Out When Crimped
» Eliminates Wire Strand Hang-Up *  Will Not Corrode
» Positions Wire Perfectly for a Single * Withstands Temperature Range of -60°F to 475°F
crm | WIRE CAPACITY

* Accepts 16-24 gauge wires
» Larger Opening for multiple wires
and heavier wire insulation
* Razor-Sharp Insulation Piercing Teeth

4-wires: #24 AWG, #22 AWG (insulated)
3-wires: #20 AWG, #18 AWG (insulated)
#16 AWG (stripped)

* 1509001 ITEM # DESCRIPTION QTY/PACK
DC-1000-P | PLAIN (NO SEALANT), (1000 PIECES
RECOMMENDED TOOLS WHITE PER BOX
(See Tools in Section F for pictures.) DC-100-P PLAIN (NO SEALANT), |100 PIECES
: WHITE PER BAG
. DC-4141 Ratchet Full Cycle DC-1000-S | SEALANT (FILLED), 1000 PIECES
Crimping Tool BLUE PER BOX*
«  DC-500F Hand Tool DC-100-S |SEALANT (FILLED), 100 PIECES
BLUE PER BAG

*FREE 15 compartment hanging box with 1000 piece packages!
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CONNECTORS - 50 OHMS

Electrical Characteristics

Impedance:

Rated Working Voltage:
Frequency Range:
Insulation Resistance:

Dielectric Withstanding Voltage:

Operating Temperature Range:

Vibration:
Shock:
Moisture Resistance:

Materials:

RoHS
Body Components:
Male Contacts:
Female Contacts:
Crimp Ferrule:
Gaskets:
Dielectric:

50 OHMS and 75 OHMS
500 volts, RMS

0-4 GHz

5000 Megohms, min

1500 volts, min

67°F to 390°F
MIL-STD-202 Method 204
MIL-STD-202 Method 202
MIL-STD-202 Method 105

Brass

Brass, Gold
Brass, Gold
Copper
Silicone Rubber
Delrin, Teflon




UNIVERSAL CONNECTOR

Universal Crimp-On Set

ITEM # Impedance
DC-2510 50 Ohms
DC-2710 75 Ohms

FEATURES AND BENEFITS

+ Saves Money * All-In-One Package
+ Saves Time * Durable
+ Easy toAssemble » Excellent Performance

» Foolproof Connections + Outstanding Value!

Dolphin’s Universal BNC Crimp-On Set, ACCEPTS 7 DIFFERENT CABLES
available in bpth 50 and 75 Ohm versions, is a RG-59 |PVC 20 AWG
great alternative to our specialized connectors.
The Universal set takes up to 7 different coaxial RG-59 | TEFLON (PLENUM) 20
cable sizes and comes with three different AWG
ferrules for a perfect connection every time. RG-59 |PVC 22 AWG
Although the Universal can be used in both RG-59 |TEFLON (PLENUM) 22
new installations and pre-existing systems, AWG
it is ideal for maintenance because it affords RG-58 |PVC
great flexibility in the field allowing the user to RG-6 |PVC
choose the ferrule for whatever cable size is RG-6 |TEFLON (PLENUM)
encountered.
APPLICATIONS ELECTRICAL MATERIALS
» Data Networking CHARACTERISTICS » Body Components: Brass,
* Audio/Video * Impedance: True 50 and Anti-Corrosion Nickel Plating
* Telecommunications 75 Ohms + Male Contacts: Brass, Gold
» Security Systems + Rated Working Voltage: Plating
« CCTV 500 Volts, RMS » Crimp Ferrule: Copper, Anti-
* Antennaes * Frequency Range: 0-4 GHz Corrosion Nickel Plating
* Broadcasting * Insulation Resistance: » Gaskets: Silicone Rubber
* Instrumentation 5000 Megohms * Dielectric: Teflon




CONNECTORS

50 OHMS

MALE TWIST-ON
1 Piece Construction

MALE CRIMP-ON
2 Piece Construction

MALE CRIMP-ON
3 Piece Construction

ITEM # DESCRIPTION

DC-UG88-1 RG-58 Twist-On

DC-UG88-2 RG-59 and RG-62 Twist-On

DC-UG88-5 RG-6 Twist-On

DC-UG88-10 RG-59 and RG-62 Teflon (Plenum)
Twist-On

DC-UG88-30 RG-6 Teflon (Plenum) Twist-On

ITEM # DESCRIPTION

DC-88-1 RG-58 Crimp-On

DC-88-2 RG-59 and RG-62 Crimp-On

DC-88-5 RG-6 Crimp-On

DC-88-10 RG-59 and RG-62 Teflon (Plenum)
Crimp-On

DC-88-11 RG-58 Teflon Crimp-On

DC-88-30 RG-6 Teflon (Plenum) Crimp-On

(formerly DC-279209)

ITEM # DESCRIPTION

DC-MC88-1 RG-58 Crimp-On

DC-MC88-2 RG-59 and RG-62 Crimp-On

DC-MC88-5 RG-6 Crimp-On

DC-MC88-10 RG-59 and RG-62 Teflon (Plenum)
Crimp-On

DC-MC88-18 Belden 8218 Crimp-On

DC-MC88-19 Mini RG-59 and RG-62 Crimp-On

DC-MC88-30 RG-6 Teflon (Plenum) Crimp-On




CONNECTORS - 50 OHMS

MALE CRIMP-ON ITEM #

DESCRIPTION

3 Piece Construction

MALE RIGHT ANGLE TWIST-ON

DC-MC88-26

RG-8 and RG-11 Crimp-On

MALE RIGHT ANGLE CRIMP-ON

ITEM # DESCRIPTION

DC-RA-2 RG-59 and RG-62 Twist-On
DC-RA-5 RG-6 Twist-On

DC-RA-10 RG-59 and RG-62 Teflon (Plenum)

Twist-On

ITEM # DESCRIPTION
DC-R-2 RG-59 and RG-62 Crimp-On
DC-R-5 RG-6 Crimp-On
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CONNECTORS

50 OHMS

FEMALE TWIST-ON
1 Piece Construction

FEMALE CRIMP-ON
2 Piece Construction

FEMALE CRIMP-ON
3 Piece Construction

ITEM # DESCRIPTION

DC-UG89-1 RG-58 Twist-On

DC-UG89-2 RG-59 and RG-62 Twist-On

DC-UG89-5 RG-6 Twist-On

DC-UG89-10 RG-59 and RG-62 Teflon (Plenum)
Twist-On

DC-UG89-30 RG-6 Teflon (Plenum) Twist-On

ITEM # DESCRIPTION

DC-89-1 RG-58 Crimp-On

DC-89-2 RG-59 and RG-62 Crimp-On

DC-89-5 RG-6 Crimp-On

DC-89-10 RG-59 and RG-62 Teflon (Plenum)
Crimp-On

DC-89-30 RG-6 Teflon (Plenum) Crimp-On

ITEM # DESCRIPTION

DC-FC89-1 RG-58 Crimp-On

DC-FC89-2 RG-59 and RG-62 Crimp-On

DC-FC89-5 RG-6 Crimp-On

DC-FC89-10 RG-59 and RG-62 Teflon (Plenum)
Crimp-On

DC-FC89-30 RG-6 Teflon (Plenum) Crimp-On




ADAPTERS - 50 OHWMS

FEMALE-FEMALE ADAPTER

ITEM # DC-AD555

FEMALE-MALE

RIGHT ANGLE ADAPTER
DC-AD503

MALE-MALE ADAPTER

ITEM # DC-AD511

FEMALE-MALE-FEMALE
T-ADAPTER

DC-AD505

FEMALE-FEMALE-FEMALE
T-ADAPTER

ITEM # DC-ADS506

MALE-MALE-MALE
T-ADAPTER

DC-AD510

ITEM # DC-AD515

“F” FEMALE TO BNC MALE

ITEM # DC-AD516

B
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ADAPTERS - 50 OHWMS

RCA FEMALE TO BNC FEMALE

ITEM #

DC-AD601

BNC FEMALE TO “F” FEMALE

ITEM #

DC-AD602

DC-AD603

BNC MALE TO FEMALE

ADAPTER

ITEM #

DC-AD604

RCA MALE TO “F” MALE

ITEM #

DC-AD605

BNC FEMALE TO “F” MALE

ITEM #

DC-ADG606

BNC FEMALE TO RCA MALE

—

ITEM #

DC-AD501

DC-AD103

RCA FEMALE TO “F” MALE

ITEM #

DC-AD106

ITEM # DESCRIPTION
DC-88T-50 50 OHMS
DC-88T-75 75 OHMS
DC-88T-93 93 OHMS




CONNECTORS

75 OHMS

MALE TWIST-ON
1 Piece Construction

MALE CRIMP-ON
2 Piece Construction

MALE CRIMP-ON
3 Piece Construction

ITEM # DESCRIPTION

DC-UG78-1 RG-58 Twist-On

DC-UG78-2 RG-59 and RG-62 Twist-On

DC-UG78-5 RG-6 Twist-On

DC-UG78-10 RG-59 and RG-62 Teflon (Plenum)
Twist-On

DC-UG78-30 RG-6 Teflon (Plenum) Twist-On

ITEM # DESCRIPTION

DC-78-1 RG-58 Crimp-On

DC-78-2 RG-59 and RG-62 Crimp-On

DC-78-5 RG-6 Crimp-On

DC-78-10 RG-59 and RG-62 Teflon (Plenum)
Crimp-On

DC-78-30 RG-6 Teflon (Plenum) Crimp-On

(formerly DC-289209)

MALE CRIMP-ON
3 Piece Construction

ITEM # DESCRIPTION

DC-MC78-1 RG-58 Crimp-On

DC-MC78-2 RG-59 and RG-62 Crimp-On

DC-MC78-5 RG-6 Crimp-On

DC-MC78-10 RG-59 and RG-62 Teflon (Plenum)
Crimp-On

DC-MC78-17 RG-174, 188, 316 Crimp-On

DC-MC78-19 Mini RG-59 and RG-62 Crimp-On

ITEM # DESCRIPTION

DC-MC78-26 RG-8 and RG-11Crimp-On
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CONNECTORS

FEMALE TWIST-ON
1 Piece Construction

75 OHMS

FEMALE CRIMP-ON
2 Piece Construction

FEMALE CRIMP-ON
3 Piece Construction

ITEM # DESCRIPTION

DC-UG79-2 RG-59 and RG-62 Twist-On

DC-UG79-5 RG-6 Twist-On

DC-UG79-10 RG-59 and RG-62 Teflon (Plenum)
Twist-On

DC-UG79-30 RG-6 Teflon (Plenum) Twist-On

ITEM # DESCRIPTION

DC-79-2 RG-59 and RG-62 Crimp-On

DC-79-5 RG-6 Crimp-On

DC-79-10 RG-59 and RG-62 Teflon (Plenum)
Crimp-On

DC-79-11 RG-58 Teflon (Plenum) Crimp-On

DC-79-30 RG-6 Teflon (Plenum) Crimp-On

ITEM # DESCRIPTION

DC-FC79-1 RG-58 Crimp-On

DC-FC79-2 RG-59 and RG-62 Crimp-On

DC-FC79-5 RG-6 Crimp-On

DC-FC79-10 RG-59 and RG-62 Teflon (Plenum)

Crimp-On

B-1



ADAPTERS - 75 OHWMS

FEMALE-FEMALE ADAPTER

DC-AD755

DC-AD703

FEMALE-MALE-FEMALE
T-ADAPTER

ITEM # DC-AD705

FEMALE-FEMALE-FEMALE
T-ADAPTER

ITEM # DC-AD706

BNC FEMALE TO “F” MALE

= "--':'.--.-_ -

'a':&%r'{.
< ‘a‘l‘hﬂ"' - |
=

ITEM #

DC-AD702

DC-AD715

“F” FEMALE TO BNC MALE

ITEM #

DC-AD716

(B-11]
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“F” CONNECTOR
WITH SEPARATE RING

ITEM #

DESCRIPTION

DC-257150

RG-6 with Separate Crimp-On
Ring

“F” CONNECTORS
WITH ATTACHED CRIMP-ON RING ¢ 557191

ITEM # DESCRIPTION

DC-257030 RG-59 with Attached Crimp-On
Ring

DC-257032 RG-6 with Attached Crimp-On
Ring

DC-257046 RG-6 Plenum with Attached
Crimp-On Ring

DC-257049 RG-59 Plenum with Attached
Crimp-On Ring

“F” CONNECTORS

TWIST-ON

ITEM # DESCRIPTION
DC-257121 RG-59 Twist-On
DC-257180 RG-6 Twist-On

“F’CoNNECTORS & ADAPTERS - 75 OHMs

“F» CONNECTORS
(QUAD SHIELD) WITH
ATTACHED CRIMP-ON RING

Ut

)

.,

.
i y—-’g’:ll!"lr\

e
LTy

)

ITEM # DESCRIPTION

DC-257031 RG-59 with Attached Crimp-On
Ring

DC-257034 RG-6 with Attached Crimp-On

Ring

RG-11 with Attached Crimp-On
Ring

“F” CONNECTOR
DOUBLE FEMALE

ITEM # DESCRIPTION
DC-257200 In-Line Female Splice
TERMINATORS

ITEM # DESCRIPTION
DC-88T-50 50 OHMS
DC-88T-75 75 OHMS
DC-88T-93 93 OHMS

B-12



CoOMPRESSION CONNECTORS - 75 OHMS

FEATURES

Suitable for Coaxial Broadband Networks used in Video, Data, Telephone and other
Communication Applications.

* Environmental Seal Protection Internal Neoprene O-Ring Sealed - 360° Radial Seal

* Precision Machined Annealed Brass

» Anti-Corrosion Nickel-Plated Finish

* Made with Delrin Insulators

* Quick and Easy Installation

“F” MALE ITEM # DESCRIPTION
DC-CF59 RG-59
DC-CF59PLEN  RG-59 Plenum

5, DC-CF59PLENQ RG-59 Plenum Quad
- DC-CF6 RG-6

DC-CF6G RG-6 Gold
DC-CF6PLEN RG-6 Plenum

v =& DC-CF6PLENQ  RG-6 Plenum Quad
. DC-CF6Q RG-6 Quad

DC-CF6QG RG-6 Quad Gold
BNC MALE ITEM # DESCRIPTION
DC-CBNCM59 RG-59

DC-CBNCM59PLEN  RG-59 Plenum
DC-CBNCM59PLENQ RG-59 Plenum Quad
DC-CBNCM6 RG-6
DC-CBNCM6G RG-6 Gold
DC-CBNCM6PLEN RG-6 Plenum
DC-CBNCM6PLENQ RG-6 Plenum Quad
DC-CBNCM6Q RG-6 Quad
DC-CBNCM6QG RG-6 Quad Gold




CoOMPRESSION CONNECTORS = 75 OHMS

RCA MALE ITEM # DESCRIPTION
B DC-CRCAMS59 RG-59
DC-CRCAM59PLEN  RG-59 Plenum
DC-CRCAM59PLENQ RG-59 Plenum Quad
DC-CRCAM6 RG-6
DC-CRCAM6G RG-6 Gold
DC-CRCAMGPLEN  RG-6 Plenum
—J u DC-CRCAMBPLENQ RG-6 Plenum Quad
= DC-CRCAM6Q RG-6 Quad
DC-CRCAM6QG RG-6 Quad Gold
ITEM # DESCRIPTION
DC-CBNCRAM59 RG-59 Right Angle
DC-CBNCRAM59PLEN  RG-59 Plenum Right Angle
DC-CBNCRAM6 RG-6 Right Angle
DC-CBNCRAM6Q RG-6 Quad Right Angle

DC-CBNCRAMGPLEN RG-6 Plenum Right Angle

“F” ITEM # DESCRIPTION
DC-CF11 RG-11
DC-CF11PLEN RG-11 Plenum




ASSEMBLY

INSTRUCTIONS

1 PIECE TWIST-ON

=

Step 1

tnin. of cakle
diglectric

Step 3
Back end of connector
and cable dielectric flush,
center conductor in place

Step 1
Strip cable as shown. Take care not to
nick center conductor or outer braid.

Step 2

Twist outer braid in a clockwise direction
so that at least 1/32” of cable dielectric
is bared, and braided is left flat. (A stray
or loose braid can cause a short.)

Step 3

Gently insert center conductor into back
end of connector, “feeling” it into the
guide hole. (If center conductor is NOT
properly in place, about 1/8” of center
conductor will show at the back end.
Reinsert until cable dielectric reaches

' position shown in illustration.)

Step 4

Push the cable firmly home until it
meets resistance. Then screw threaded
portion of the connector onto the cable
in a clockwise direction until it stops.
Make sure the braid is inside connector
and cable is firmly attached. Assembly
is complete.




AsSSEMBLY INSTRUCTIONS

2 PIECE CRIMP-ON

=, —

R
"
A

L]

EERIII=N |

outer female

body azsembly

ver Kmh Step 1

Strip cable jacket, braid and dielectric
E) as shown. All cuts are to be sharp and

square. IMPORTANT: Do not nick braid,
dielectric, and/or center conductor.

118" Slide outer ferrule onto cable as shown.
&HE"

Step 2
Slightly flare end of cable braid as shown
to facilitate insertion of inner ferrule of
connector. IMPORTANT: Do not comb
out braid.

Step 2

Step 3 ™ Step 3
B Insert cable assembly into body
F = assembly so that inner ferrule portion
slides under braid. Slide outer ferrule
crimp here L F= over braid and up against connector
body. Crimp outer ferrule with .319” Hex
Die over inner ferrule of connector. Do

not crimp the tail of the ferrule onto the
cable.




ASSEMBLY INSTRUCTIONS

3 PIECE CRIMP-ON

el

male contact

outer ferrule plug body azsembly

Step 1

Step 2 contact must butt agai}st cahle dielectric
0| e ==
| = ,

Step 3 cahble diglectric must butt insulator
outer ferrule should butt here \ —f—
. —
crmp here

Step 1

Strip cable jacket, braid and dielectric
as shown. All cuts are to be sharp and
square. IMPORTANT: Do not nick braid,
dielectric, and/or center conductor.
Slide outer ferrule onto cable as shown.

Step 2

Sightly flare end of cable braid as shown
to facilitate insertion of inner ferrule of
connector. IMPORTANT: Do not comb
out braid (A). Crimp male contact on
cable center conductor so that it butts
against cable dielectric.

Step 3

Insert cable assembly into body
assembly so that inner ferrule portion
slides under braid. Push cable assembly
forward until contact snaps into place
inside insulator. Slide outer ferrule over
braid and up against connector body.
Crimp outer ferrule.
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PATcH PANELS

CAT 5e PATCH PANELS, UTP

ITEM # Description

DC-PP5e-12 12-ports, Cat 5e, 1.75"Hx19’L, flat type

DC-PP5e-16 16-ports, Cat 5e, 1.75"Hx197L, flat type

DC-PP5e-24 24-ports, Cat 5e, 1.75"Hx19"L, flat type

DC-PP5e-48 48-ports, Cat 5e, 3.5"Hx19’L, flat type

DC-PP5e-12VB 12-ports, Cat 5e, 2.25"x10, Vertical, with 89D
Bracket

DC-PP5e-12HB 12-ports, Cat 5e, 2.25"x10, Horizontal, with
89D Bracket

DC-PP5e-12HS 12-ports, Cat 5e, 2.25"x10, Horizontal, UTP,

screw type

—

DC-PP5e-12VB
CAT 6 PATCH PANELS, UTP
ITEM # Description
DC-PP6-24 24-ports, Cat 6, UTP, w/metal supporting bar, 1.75"Hx19”
DC-PP6-48 48-ports, Cat 6, UTP w/metal supporting bar, 3.5’"Hx19”
DC-PP6-12VB 12-ports, Cat 6, 2.25"x10”, Vertical with 89D Bracket
DC-PP6-12HB 12-ports, Cat 6, 2.25"x10”, Horizontal with 89D Bracket
DC-PP6-12HS 12-ports, Cat 6, 2.25"x10”, Horizontal, screw type

DC-PP6-24 DC-PP6-12HS




PATcH PANELS

10G SNAP-IN MULTIMEDIA PATCH PANEL

ITEM # Description

DC-10GPP-24 24-ports, Snap-In Multimedia Patch Panel
with 10G Keystone Jacks

CAT 5e FULL SHIELDED PATCH PANELS

ITEM # Description

DC-PPS5e-16 Cat 5e, Full Shielded
Patch Panel, 16-ports

DC-PPS5e-24 Cat 5e, Full Shielded

Patch Panel, 24-ports

DC-PPS5e-24

BLANK PATCH PANELS

ITEM # Description
DC-PPB-16 19”, 16-ports, unloaded, 1.75"Hx19”L
DC-PPB-8 10”, 8-ports, unloaded, 1.75"Hx10"L

KEYSTONE JACK SNAP-IN PATCH PANEL

ITEM # Description

DC-PP5eSN-24 Cat 5e Snap In Patch Panel UTP, 24-ports
DC-PP5eSN-48 Cat 5e Snap In Patch Panel UTP, 48-ports
DC-PP6SN-24 Cat 6 Snap In Patch Panel, UTP, 24-ports
DC-PP6SN-48 Cat 6 Snap In Patch Panel, UTP, 48-ports

C3]



KEYSTONE JACKS

KEYSTONE JACKS
ITEM # Description
DC-KJ5e90 * Cat 5e Keystone Jack, 110/Krone, UTP, 90 degree*

DC-KJ5eHS90
DC-KJ5eFS90
DC-KJ5eFS18
DC-KJ690 *
DC-KJ6S90
DC-KJ6S18
DC-KJ10G18

Cat 5e Keystone Jack, 110/Krone, Half Shielded, 90 degree
Cat 5e Keystone Jack, 110/Krone, Full Shielded, 90 degree
Cb5e Keystone Jack, 110/Krone, Full Shielded, 180 degree
Cat 6 Keystone Jack, 110/Krone, UTP, 90 degree*

Cat 6 Keystone Jack, 110/Krone, Shielded, 90 degree

Cat 6 Keystone Jack, 110/Krone, Shielded, 180 degree
10G Keystone Jack, 110/Krone, Shielded, 180 degree

*Available in Black, White or Ivory

DC-KJ690




KEYSTONE JACKS

KEYSTONE JACKS, TOOL LESS

ITEM # Description

DC-KJ5eT90 * Cat 5e Keystone Jack, Tool Less, UTP, 90 degree*
DC-KJ5eTS90 Cat 5e Keystone Jack, Tool Less, Shielded, 90 degree
DC-KJ6T90 * Cat 6 Keystone Jack, Tool Less, UTP, 90 degree*
DC-KJ6TS90 Cat 6 Keystone Jack, Tool Less, Shielded, 90 degree
DC-KJ5eT18 ** Cat 5e Keystone Jack, Tool Less, UTP, 180 degree**
DC-KJ6T18 ** Cat 6 Keystone Jack, Tool Less, UTP, 180 degree**
DC-KJ5eTFS18 Cat 5e Keystone Jack, Tool Less, Full Shielded, 180 degree
DC-KJ6TFS18 Cat 6 Keystone Jack, Tool Less, Full Shielded, 180 degree

DC-KJ10GTFS18 10G Keystone Jack, Full Shielded, 180 degree

*Available in Black or White
**Available in White only

DC-KJ6TS90

el

e

DC-KJ6TFS18
el




INLINE COUPLERS

IN-LINE COUPLERS - Keystone Type

ITEM # Description

DC-IC3 Cat 3 In-Line Coupler, Shielded (keystone type)

DC-IC5e * Cat 5e In-Line Coupler, UTP (keystone type)*

DC-IC5eS Cat 5e In-Line Coupler, Shielded (keystone type)

DC-IC6 * Cat 6 In-Line Coupler, UTP (keystone type)*

DC-IC6S Cat 6 In-Line Coupler, Shielded (keystone type)

DC-IC6A * Cat 6A In-Line Coupler, UTP (keystone type)*

DC-IC6AS Cat 6A In-Line Coupler, Die Casting, Shielded (keystone type)

*Available in Black or White

'ﬁ’ - e
.--g\ 4 w'____,__
DC-IC3 DC-IC6 DC-IC6S DC-IC6A DC-IC6AS

IN-LINE COUPLERS

ITEM #. Description

DC-IC5e2 * Cat 5e In-Line Coupler, UTP*
DC-IC5eS2 Cat 5e In-Line Coupler, Shielded
DC-IC62 * Cat 6 In-Line Coupler, UTP*
DC-IC6S2 Cat 6 In-Line Coupler, Shielded
DC-IC6A2 * Cat 6A In-Line Coupler, UTP*

*Available in Black or White

ﬁ N 3

DC-IC62 DC-IC6S2 DC-IC6A2




TooLs AND WALL PLATES

TOOLS
ITEM # Description
DC-3140 Punch Down Tool w/ adjustable impact pressure for 110 termination
DC-3240 Punch Down Tool w/ adjustable impact pressure for Krone Type term
DC-3180 Simple Tool for 110 termination

C

. | - ¥
ﬁ J .

~ DC-3140 ' DC-3180

— -
FLUSH MOUNTED WALL PLATES
ITEM # Description
DC-WP1 Single Gang, 1 port
DC-WP3 Single Gang, 3 ports
DC-WP6 Single Gang, 6 ports
| !
DC-WP3
-




KEYSTONE INSERTS

RCA KEYSTONE INSERTS

ITEM # Description
| \ Ll DC-KIRCAG RCA adapter, female to female, gold plated
= -
s
d
DC-KIRCAG A\ -~ iR -
\..--"“ - 2-7-""' [~
- -~
*Available with White, Red or Yellow band
F-TYPE KEYSTONE INSERTS
ITEM # Description
DC-KIF F-type adapter
o
-
DC-KIF
BNC KEYSTONE INSERTS
_ ITEM # Description
‘:"ax 3 - DC-KIBNC BNC adapter
‘: )
oy
ad

DC-KIBNC




PLucgs AND BoorTs

PLUGS

ITEM #. Description

DC-5eP RJ45 8P8C Plug, 50u”, Cat 5e

DC-6P RJ45 8P8C Plug, 50u”, Cat 6

DC-5eP
|
__,..—-'_"-—'- "‘r ’ _-r-""r'-:.-
e d

BOOTS
ITEM # Description
DC-Boot-R Patch Cord Assembled Boot - Red
DC-Boot-G Patch Cord Assembled Boot - Green
DC-Boot-B Patch Cord Assembled Boot - Blue
DC-Boot-Y Patch Cord Assembled Boot - Yellow
DC-Boot-W Patch Cord Assembled Boot - White

S

]
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PATcH CORDS

Dolphin Cat 5e and 6 Patch Cords are available in a variety of lengths and
colors. (See next page for an easy guide on how to order.)

CAT 5e PATCH CORDS

ITEM # Description

DC-5ePC-1 Cat 5e Patch Cord, Stranded, UTP, 24AWG, 1ft

DC-5ePC-5 Cat 5e Patch Cord, Stranded, UTP, 24AWG, 5ft )
DC-5¢PC-10  Cat 5e Patch Cord, Stranded, UTP, 24AWG, 10ft gg('frgrzg";'ﬂz:
DC-5ePC-15  Cat 5e Patch Cord, Stranded, UTP, 24AWG, 15ft Yell (;w, Whit,e ’
DC-5ePC-25  Cat 5e Patch Cord, Stranded, UTP, 24AWG, 25ft

DC-5ePC-40 Cat 5e Patch Cord, Stranded, UTP, 24AWG, 40ft

DC-5ePC-50 Cat 5e Patch Cord, Stranded, UTP, 24AWG, 50ft




PATcH CORDS

CAT 6 PATCH CORDS

ITEM # Description

DC-6PC-1 Cat 6 Patch Cord, Stranded, UTP, 24AWG, 1ft

DC-6PC-5 Cat 6 Patch Cord, Stranded, UTP, 24AWG, 5ft

DC-6PC-10 Cat 6 Patch Cord, Stranded, UTP, 24AWG, 10ft  Colors available:
DC-6PC-15 Cat 6 Patch Cord, Stranded, UTP, 24AWG, 15ft \R()eeI?c’)va"\?Viri]t’eBlue,
DC-6PC-25 Cat 6 Patch Cord, Stranded, UTP, 24AWG, 25ft ’
DC-6PC-40 Cat 6 Patch Cord, Stranded, UTP, 24AWG, 40ft

DC-6PC-50 Cat 6 Patch Cord, Stranded, UTP, 24AWG, 50ft

HOW TO ORDER

Use the following formula to order the color you need:
ITEM # (from above) + first letter of color

COLOR CODES
RED =R, GREEN = G, BLUE = B, YELLOW=Y, WHITE =W

EXAMPLES
» To order a “1-foot piece of Cat 5e Patch Cord in Red”, order ITEM #: DC-5ePC-1-R
* To order a “25-foot piece of Cat 6 Patch Cord in Green”, order ITEM #: DC-6PC-25-G

Please refer to price book for availability of multipacks.
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CABLE TI1ESs

Dolphin Cable Ties are industry leaders. They are UL Recognized, RoHS compliant, and
available in a variety of styles and colors including Natural, UV Black, and Plenum Rated.
We also carry Stainless Steel ties, which are UL Listed.

Our nylon ties are made from high strength nylon and like all of our cable ties, are available
in a variety of lengths. Each type of tie is designed with a self-locking head and we offer
a variety of features, including screw mount heads and one piece identification tags.

Our UV Black ties are formulated to resist sunlight and are designed specifically for
outdoor use. Like our standard and heavy duty nylon ties, we offer adhesive and screw
mounts in UV Black as well.

Dolphin’s Plenum Rated ties are self-extinguishing and resistant to abrasion and chemicals
such as oils, greases, solvents, dilute acids and alkalis. Our Plenum Air-Handling ties are
red for easy identification with a maximum operating temperature of 185°F (85°). Dolphin
Plenum Rated Cable Ties are suitable for use in air-handling spaces per NFPA-1993;
USA: National Electrical Code Sec. 300-22 (C) and (D); and, CANADA: Canadian
Electrical Code Rules 12-010 (3), (4), and (5), and 12-20.

Our Stainless Steel models have a self-locking head and are made of 304 or 316 stainless
steel. They are available in 100, 250, 450 and 800 pound tensile strengths. Dolphin’s
Stainless Steel ties are designed for use in corrosive environments and are suitable for
direct burial.

b\ RV

E224307 RoOHS




CABLE TI1ESs

STANDARD CABLE TIES (NYLON)
ITEM # TENSILE MAX BUNDLE DIAMETER |GOVT. QUANTITY/
STRENGTH (INCHES) DESIGN PACK
DC-4 18 Ibs. 5/8 MS3367-4 100
DC-6 18 Ibs. 1-3/8 MS3367-4 100
DC-8-18 18 Ibs. 2-1/8 MS3367-4 100
DC-6-30 40 lbs. 1-1/2 MS3367-5 100
DC-8-40 40 lbs. 1-7/8 MS3367-1 100
DC-8 50 Ibs. 2 MS3367-1 100
DC-11 50 Ibs. 2-3/4 MS3367-7 100
DC-15 50 Ibs. 4-1/2 MS3367-2 100
STANDARD COLOR - NATURAL,; see below for other colors available
0 NIRRT ATIRTRTALTIIY A AEmIRmA =
HEAVY DUTY CABLE TIES (NYLON)
ITEM # TENSILE MAX BUNDLE DIAMETER [GOVT. QUANTITY/
STRENGTH (INCHES) DESIGN PACK
DC-8HD 120 Ibs. 2 MS3367-3 100
DC-15HD 120 Ibs. 4-1/4 MS3367-3 100
DC-21HD-175 175 Ibs. 6-1/2 MS3367-3 100
DC-36HD-175 [ 175 Ibs. 10-1/2 MS3367-13 100
DC-48HD-175 | 175 Ibs. 15 MS3367-16 100

STANDARD COLOR - NATURAL; see below for other colors available

COLORS AVAILABLE: _ (=== ﬁ

B-UV Black BL-Blue R-Red OR-Orange

O=

Y-Yellow Y-Gray GN-Green N J

E224307 RoHS
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CaABLE TIESs

MOUNTING CABLE TIES (NYLON)

CCE [T T TOr T ST TAT T, L

ITEM # TENSILE MAX BUNDLE DIAMETER [ QUANTITY/
STRENGTH (INCHES) PACK
DC-4H 18 Ibs. 3/4 100
DC-6H 40 Ibs. 1-1/2 100
DC-8H 50 Ibs. 2 100
DC-11H 50 Ibs. 3 100
DC-15H 50 Ibs. 4 100
DC-15HHD 120 Ibs. 2 100
DC-21HHD 120 Ibs. 6 100

Available in Natural and UV Black

IDENTIFICATION TIES (NYLON)

= 5 e 5 E =
o DC-4F
]
= .I-_I.l- i T T ™ T T L TETT
llI:,.__ s . - e —
L | DC-4F-2
ITEM # TENSILE MAX BUNDLE DIAMETER | GOVT. QUANTITY/
STRENGTH (INCHES) DESIGN PACK
DC-4F 18 Ibs. 3/4 MS3368 100
DC-4F-2 18 Ibs. 3/4 MS3368 100
DC-8F 50 Ibs. 2 MS3368 100

Available in Natural and UV Black .

E224307 RoOHS




CaABLE TIESs

CABLE TIE ADHESIVE MOUNTS
(MOUNTING BASES: 4-WAY ENTRY)

Y/

ITEM # TENSILE COMPATIBLE | SCREW | QUANTITY/
STRENGTH |CABLE TIESIZES| SIZE PACK
(INCHES)
DC-1/2M 30 Ibs. 4 -~ 100
DC-3/4M 40 Ibs. 4-6 #6 100
DC-1M 50 Ibs. 4-15 #8 100
DC-1-1/2M 120 Ibs. 8-21 #8 100
DC-2M 120 Ibs. 8-21 #8 100

Available in Natural and UV Black

LOW PROFILE CABLE TIE HOLDERS Uppatebp 3/30/2011

ITEM # TENSILE COMPATIBLE SCREW | QUANTITY/
STRENGTH |CABLE TIE SIZES|  SIZE PACK
(INCHES)
DC-LPM-1 | 18-50 Ibs. 4-11 #6 100
DC-LPM-2 [ 18-50 Ibs. 4-11 #6 1,000
DC-LPM-3 [ 18-120 Ibs. 4-21 #10 100
DC-LPM-4 [ 18-120 Ibs. 4-21 #10 1,000

Available in Natural and Black

N/

E224307 RoHS




CaABLE TIESs

PLENUM RATED CABLE TIES

Made of high strength nylon, these ties are
self-extinguishing and resistant to abrasion
and chemicals such as oils, greases, solvents,
dilute acids and alkalis.

Dolphin Plenum Rated Air-Handling ties are
red (maroon) in color for easy identification.
The maximum operating temperature is
185°F (85°).

* Dolphin Plenum Rated Cable Ties are suitable for
use in air-handling spaces per NFPA-1993.

+ USA: National Electrical Code Sec. 300-22 (C)
and (D).

+ CANADA: Canadian Electrical Code Rules 12-010

T

(3), (4), and (5), and 12-20. E224307 RoHS
ITEM # NAED | MAX BUNDLE DIAMETER | COLOR [MILITARY | QUANTITY/
NO. (INCHES) SPEC NO. | PACKAGE
DC-4AH 21491 5/8 RED |MS3367-4 100
DC-4AHM 21491 5/8 RED |MS3367-4 1000
DC-8AH 21492 1-3/4 RED |MS3367-1 100
DC-8AHM 21492 1-3/4 RED |MS3367-1 1000
DC-11AH 21493 3 RED |MS3367-7 100
DC-11AHM 21493 3 RED |MS3367-7 1000
DC-15AH 21494 4 RED |[MS3367-2 100
DC-15AHM 21494 4 RED |MS3367-2 1000
SCREW MOUNT PLENUM RATED AIR HANDLING TIES
DC-8HAH 21495 2 RED |SCREW 100
MOUNT
DC-8HAHM  |21495 2 RED |SCREW 1000
MOUNT




CaABLE TIESs

STAINLESS STEEL RATED CABLE TIES

ITEM # Description

100 LB TENSILE STRENGTH

DC-304SS5-100 304 Stainless Steel Cable Tie 5”
250 LB TENSILE STRENGTH

DC-304SS8-250 304 Stainless Steel Cable Tie 8”
DC-304SS12-250 304 Stainless Steel Cable Tie 12”
DC-304SS14-250 304 Stainless Steel Cable Tie 14”
DC-304SS20-250 304 Stainless Steel Cable Tie 20”
DC-316SS5-250 316 Stainless Steel Cable Tie 5”
DC-316SS8-250 316 Stainless Steel Cable Tie 8”
DC-316SS12-250 316 Stainless Steel Cable Tie 12”
DC-316SS14-250 316 Stainless Steel Cable Tie 14”
DC-316SS20-250 316 Stainless Steel Cable Tie 20”

450 LB TENSILE STRENGTH
DC-316SS8-450 316 Stainless Steel Cable Tie 8”
DC-316SS12-450 316 Stainless Steel Cable Tie 12” RoHS

DC-316SS14-450 316 Stainless Steel Cable Tie 14”
DC-316SS21-450 316 Stainless Steel Cable Tie 21”7
DC-316SS27-450 316 Stainless Steel Cable Tie 27
800 LB TENSILE STRENGTH

DC-316SS18-800 316 Stainless Steel Cable Tie 18”
DC-316SS24-800 316 Stainless Steel Cable Tie 24”
DC-316SS30-800 316 Stainless Steel Cable Tie 30”

FEATURES AND BENEFITS:
* RoHS Compliant
+ Self-Locking Rollerball Head

 Chemical, radiation, oxidation and corrosion resistant, non-flammable, and durable in
extreme temperature applications

» Designed to secure cables, wires, hoses, poles, pipes and more in all indoor and outdoor
conditions, including harsh environments such as saltwater exposure and direct burial.

* High tensile strengths provide security and safety in heavy duty applications.

+ Excellent formability with rounded edges and smooth surfaces. Unique tip design allows
easy entry into the locking head for fast installation.

» Limitless applications for various industries including food processing, fire protection,
agriculture, telecommunications and more.

* Apply by hand, or with Dolphin’s Stainless Steel Hand Presser Tool (Product # DC-CTG-6)







CABLE CLAMPS AND CLIPS

CABLE CLAMPS

ITEM # e e UNIT

D’ Dia. E aTy.

DC-1/8N 18  (32) | 21/64 (8.3) | 100

DC-1/8NB 18  (3.2) | 21/64 (8.3) | 100

DC-3/16N 3/16  (4.8) | 25/64 (9.9) | 100

DC-3/16NB 3/16 (4.8) | 25/64 (9.9) | 100

DC-1/4N 14 (6.4) | 27/64 (10.7)| 100

DC-1/4NB 114 (6.4) | 27/64 (10.7)]| 100

DC-5/16N 5116 (7.9) | 29/564 (11.5)| 100

o4 (62 DC-5/16NB 516 (7.9) | 29/64 (11.5)| 100

L — DC-3/8N 3/8  (9.5) | 31/64 (12.3)| 100

L: o ©) 2 (e DC-3/8NB 38 (9.5) | 31/64 (12.3)| 100

= DC-1/2N 12 (12.7)| 916 (143)| 100

L oo DC-1/2NB 12 (12.7) ]| 9116 (14.3)| 100

anll i DC-5/8N 5/8 (15.9)| 5/8 (15.9)| 100

DC-5/8NB 5/8 (15.9)| 518 (15.9)| 100

vs  [DC-3/4N 314  (19.1) | 49/64 (19.4) | 100

? __ I_ DC-3/4NB 314 (19.1) | 49/64 (19.4) | 100

5 DC-1IN 1 (25.4)] 29/32 (23.0)[ 100

DC-1NB 1 (25.4) | 29/32 (23.0) | 100

CABLE CLIPS

ITEM # SIZE COLOR UNIT
QTY.
DCC-59W RG-59 WHITE 100
DCC-59B RG-59 UV BLACK [100
DCC-6W RG-6 WHITE 100
DCC-6B RG-6 UV BLACK [100

Dolphin cable clips are made from high grade molded plastic
with high-dielectric strength. Zinc-plated to resist rusting.

For use with wood, concrete and brick.

DCC-59

E-1
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CRIMPING ToolLs

DC-4141

SUPER B-CONNECTOR RATCHET CRIMPING TOOL

WIRE

DC-500F

ITEM # DESCRIPTION RANGE ACCOMODATES
DC-4141 Super B Connector 24-16 DC-1000-P
Ratchet Crimping Tool DC-100-P
DC-1000-S
DC-100-S

SUPER B-CONNECTOR MANUAL CRIMPING TOOL

WIRE

DC-3800

DC-3802

ITEM # DESCRIPTION RANGE ACCOMODATES
DC-500F Super B Connector 24-16 DC-1000-P
Manual Crimping Tool DC-100-P
DC-1000-S
DC-100-S

COAX RATCHET CRIMPING TOOL (for 2-piece BNC connectors)

——

CABLES
ITEM # DESCRIPTION ACCOMODATED
DC-3800 Coax Ratchet RG-58
Crimping Tool RG-59
(for 2-piece BNC RG-62
connectors) RG-58 TFE

COAX RATCHET CRIMPING TOOL (for 3-piece BNC connectors)

DC-3803

CABLES
ITEM# DESCRIPTION ACCOMODATED
DC-3802 Coax Ratchet RG-58
Crimping Tool RG-59
(for 3-piece BNC RG-62
connectors

COAX RATCHET CRIMPING TOOL (for 2 and 3-piece BNC connectors)

CABLES
ITEM # DESCRIPTION ACCOMODATED
DC-3803 Coax Ratchet RG-58
Crimping Tool RG-59
(for 2 and 3-piece RG-62
BNC connectors) RG-58 TFE

(F:2]



CRIMPING ToolLs

DC-3900 UNIVERSAL CRIMPING TOOL

ITEM #

DESCRIPTION

DC-3900

THIS PAGE UPDATED 3/15/2013

UNIVERSAL CRIMPING TOOL WITH
ADAPTERS FOR F, BNC AND RCA
COMPRESSION CONNECTORS
(RG-59, RG-6, RG-11)




CRIMPING TooL KiIT

COAXIAL CRIMPING TOOL KIT

ITEM #: DC-3804K e ewor
NEW
IPRASAL oA CRIMPENG TOOL

capABLE OF CTIMFING 23 DIFFERENT HESTES

REPLAGES T WG TOUAL WP TOO -]
NEPLAGES T ¥

» UNIVERSAL COAX CRIMPING TOOL KIT g

e meEH, CUTTER, SCREN DRENER

+ CAPABLE OF CRIMPING 23 DIFFERENT
NESTS

+ REPLACES 7 INDIVIDUAL CRIMP
TOOLS

* INCLUDES STRIPPER, CUTTER,
SCREW DRIVER

DC-3804K: COAXIAL CRIMPING TOOL KIT
TOOL NO. |DESCRIPTION CRIMPING RG TYPE CABLE
DC-3800 55, 58, 59, 62, 140, 141, 142, 210, 223
DC-3802 255,213, 187, .068 174, 303, 400, Fiber Optic, Belden 8279
DC-3803 6, 59, 62, 140, 210, Belden 8279
319,256, .213, .068 55, 58, 141, 142, 223, 303, 400, Fiber Optic
DC-3805 255, 213, .137, .100 59, 62, 8, 140, 210, Belden 8279
068, .043 55, 58, 141, 142, 174, 223, 303, 400, Fiber Optic
DC-3806 178, 151, .128, .078 | 122,174, 179, 180, 187, 188, 195, Fiber Optic
068, .042 178, 316, Belden 8218
DC-3807 429, 128, .100 8,9, 11, 87, 149, 165, 213, 214, 216, 225
F CONNECTOR DIE (sold separately from Kkit)
DC-3808 |F CONNECTORDIE | 255, .320, .350

Dolphin Components Corp. « 1405 Poinsettia Drive * Bldg. G, Suite 3 < Delray Beach, FL 33444
Phone (800) 858-6869 « www.dolphincomponents.com -« Email: salesorders@dolphincomponents.com ¢ Fax (888) 274-2774

=y



CTG-6

CTGA1
Cable tie tool designed for use with 18-50 Ib.
nylon cable ties. Neatly cuts off the excess
strap against the cable tie head. Metal
housing.

CTG-2

Lightweight cable tie tool designed for use
with 18-50 Ib. nylon cable ties. Twist cut off
design for easy handling. Plastic housing.

CTG-3

Heavy duty cable tie tool designed for use
with 18-50 Ib. nylon cable ties. Equipped
with an automatic and adjustable tension
settings wheel, for accurate use in assembly
applications. Plastic housing.

CTG-4

Heavy duty cable tie tool designed for use
with 120-175 Ib. nylon cable ties. Manual
dual-action trigger mechanism used to cut
when desired tension is reached. Metal
housing.

CTG-5

Premium/heavy duty cable tie tool designed
for use with 120-250 Ib. nylon cable ties. Built
in tension adjustment knob. Metal housing.

Heavy duty cable tie tool designed for use
with Dolphin Stainless Steel Cable Ties. Built
in tension indicator.

=
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JAcKs AND CORDS

The RJ31X Jack provides a path of electronic alarm signals over the telephone line to a central
monitoring company. This jack allows the alarm panel to take priority over all other telephone
equipment on the same line.

PRODUCT SPECIFICATIONS

High Impact, Self-Extinguishing Plastic + Steel Screws Dipped in Copper and

Housing, UL 94V-0 Rating Nickel Plating

Spring Wire Contacts: Phosphor bronze, * Double-Sided Adhesive Lined Sponge
plated with 50 micro-inches of hard gold Tape

over 100 micro-inches of nickel. « Combination Mounting Screw

Shorting Bar » Special Design Mounting Tabulation
Wire Leads: 8-Conductor, color-coded * Meets FCC Requirements

26 AWG stranded copper wire with PVC

insulation.

Steel Collar

INSTALLATION INSTRUCTIONS
1.

First, wire the RJ31X male plug to the alarm control panel by connecting the red and
green wires to the outside phone line terminals, and the gray and brown wires to the
inside telephone terminals.
Then, to install the jack itself, connect the:

a. Incoming line to terminals 4 and 5

b. Inside telephones to terminals 1 and 8
This enables the digital communicator to disconnect the inside telephones while it
communicates with the central station.
Install a jumper wire between terminals 2 and 7, and then connect the blue and orange
wires to a 24-hour tamper circuit inside the alarm control panel. This prevents deliberate
or accidental removal of the male plug from the RJ31X Jack.

oz



JAcKs AND CORDS

RJ31X JACKS

ITEM # DESCRIPTION

DC-3100 RJ31X Jack with Shorting Bar

DC-3112 RJ31X Jack with Shorting Bar and 2-FT
8-Conductor Line Cord with Spade Terminal
Ends

DC-3142 RJ31X Jack with Shorting Bar and 2-FT
8-Conductor Line Cord, Modular Plug to
Modular Plug
LINE CORDS

ITEM # DESCRIPTION

DC-3120 2-FT, 8-Conductor, 8 Pin RJ31X Line Cord /
Spade Terminal Ends

DC-3122 2-FT, 8-Conductor, 8 Pin RJ31X Line Cord /
Wire Pin Terminal Ends

DC-3170 7-FT, 8-Conductor, 8 Pin RJ31X Line Cord /
Spade Terminal Ends

DC-3182 2-FT, 8-Conductor, 8 Pin RJ31X Line Cord /
Modular Plug to Modular Plug

DC-3187 7-FT, 8-Conductor, 8 Pin RJ31X Line Cord /

Modular Plug to Modular Plug







TERMINAL BLOCKS

DOUBLE ROW TERMINAL BLOCKS

ITEM # NUMBER OF | FRACTION DIMENSION

TERMINALS A B meEm# | NUMBER OF | FRACTION DIMENSION
TB-3-2 2 1-13/32 1-1/8 TERMINALS A B
TB-3-3 3 1-25/32 1-1/2 TB-3-17 17 7-1/32 6-3/4
TB-3-4 4 2-5/32 1-7/8 TB-3-18 18 7-13/32 7-1/8
TB-3-5 5 2-17/32 2-1/4 TB-3-19 19 7-25/32 7-1/2
TB-3-6 6 2-29/32 2-5/8 TB-3-20 20 8-5/32 7-7/8
TB-3-7 7 3-9/32 3 TB-3-21 21 8-17/32 8-1/4
TB-3-8 8 3-21/32 3-3/8 TB-3-22 22 8-29/32 8-5/8
TB-3-9 9 4-13/32 3-3/4 TB-3-23 23 9-9/32 9
TB-3-10 10 4-13/32 4-1/8 TB-3-24 24 9-21/32 9-3/8
TB-3-11 11 4-25/32 4-1/2 TB-3-25 25 10-1/32 9-3/4
TB-3-12 12 5-3/32 4-7/8 TB-3-26 26 10-25/32 10-1/2
TB-3-13 13 5-17/32 5-1/4 TB-3-27 27 10-5/32 10-7/8
TB-3-14 14 5-29/32 6-3/8 TB-3-28 28 11-5/32 10-7/8
TB-3-15 15 6-9/32 6 TB-3-29 29 11-17/32 11-1/4
TB-3-16 16 6-21/32 6-3/8 TB-3-30 30 11-29/32 11-5/8
Construction: High Barrier f ! *

Closed-back 7

Terminal Centers: .375” (3/8”) /9.5 mm | i
UL Current Ratings: 20 amps

Voltage Rating, rms
Class B: Comm 1 equip 250

Class C: Gen 1ind 1 150
CSA Certified 300 @ 20 amps
Withstand Volts, DC 10,500
Insulator Material: Thermoplastic, Glass-filled N | '
UL Temp Index 100°C 1 =S =1
UL Flame Retardant Rating 94V-0 ;. | | |ra
Color - Black g
Terminal Screws: No. 6-32 x 1/4” Binding Head Screws

Zinc-plated steel

Number of Terminals 2-30







WIRE MARKERS

Dolphin Wire Marker Books are available
in 13 different styles which cover all
commonly used legends. Select from
books of solid numbers, letters, symbols,
abbreviations, blank write-ons, self-
laminating, or legend assortments. Our
markers are made with durable Dupont
Tyvek along with an acrylic adhesive
and are top coated to prevent smearing.
Text is printed in black gloss on a white
background. Sheets easily bend and
are perforated to allow for hassle free
separation.

ITEM # LEGEND UNIT MARKERS/BOOK UNIT QTY.
DCWM-1 0-9 45 MARKERS EACH 10
DCWM-2 A-Z,0-15+, -,/ 10 MARKERS EACH 10
DCWM-3 1-45 10 MARKERS EACH 10
DCWM-4 1,2,3 150 MARKERS EACH 10
DCWM-6 T1,T2, T3 150 MARKERS EACH 10
DCWM-7 L1,L2, L3 150 MARKERS EACH 10
DCWM-8 1-15 6 MARKERS EACH 10
16 - 90 4 MARKERS EACH 10
A-Z,+-/,0 2 MARKERS EACH 10
DCWM-10 46 - 90 10 MARKERS EACH 10
DCWM-12 1-33,A,B 10 MARKERS EACH 10
C, +, - 10 MARKERS EACH 10
T1,T2, T3 10 MARKERS EACH 10
L1,L2,L3 10 MARKERS EACH 10
DCWM-13 10 NEMA COLORS 45 MARKERS EACH 10
DCWM-14 BLANKS 450 MARKERS EACH 10
DCWM-25 SELF-LAMINATING
WRITE-ON BLANKS 1" W 60 MARKERS EACH 10
X 2-1/2" L
DCWM-30 SELF-LAMINATING
WRITE-ON BLANKS 1" W 30 MARKERS EACH 10
X5"L







TERMINAL IDENTIFICATION CHART
22-10Wireﬂange

CLOSED END *BULLETS & *BULLETS &
ADAPTERS COMMECTORS RECEPTACLES RECEPTACLES
STUD SIZE STUD SIFE STUD SIFE STUD SIFE
- fl"‘-"_ J 157
250 X 032 T — 22-16 MP22156M -T\/——__: 195
MFMSOMN MNP2216 -:j 157 MPIGT125M-1
MP22156F
032 :D 2214 -
MP22156FG
MFMS0ON-1 MPZ214 ) .
— 157
R i
FR2ZZ156M
032 a
NEIE1O FRZ2156F
MFMSON-2
FIR22156F
- 18-8
032
MPTEE —d ] 157
F - e
MEMGOR:S MP22156MN
BB
MP16156F
MP16156FG
. 4'1 . | 157
N L
FR16156N
| 157
B |
S|
FR16156F
157
JTB0, 156, 195 also available
MP16156F with and without suppart slecve.

w4z



DC-304S85-100..........ccoomens DC-88-5......occirrrrriiien DC-CRCAMG.....................B-14 DC-PPG-12VB ..........ooovciie C-2
DC-3045S8-250... DC-88-10.. DC-CRCAMS6G ... DC-PPG-24 .. .C-
DC-3100. DC-88-11.. DC-CRCAM6PLEN. -14 DC-PP6-48 .. .C-
DC-3112. DC-88-30.. DC-CRCAMGPLENQ.. -14 DC-PPGSN-24 . .C-3
DC-3120. DC-88T-50.... DC-CRCAM6Q ... -14 DC-PPGSN-48 . .C-3
DC-3122. DC-88T-75.... DC-CRCAMBQG DC-PPB-16..

DC-3140.
DC-3142.
DC-3165512-250
DC-3165S512-450

DC-FC79-1.
DC-FC79-2.
DC-FC79-5.
DC-FC79-10

DC-3165514-250
DC-3165S514-450
DC-3165518-800
DC-3165520-250
DC-3165S521-450

DC-89-10..
DC-89-30..
DC-8AH.....
DC-8AHM.

DC-FC89-1.
DC-FC89-2.
DC-FC89-5.
DC-FC89-10
DC-FC89-30

DC-UGT78-1..

DC-3165524-800 DC-8H... DC-IC3.... DC-UGT78-2..
DC-3165S27-450 DC-8HAH.. DC-IC5e.. DC-UGT78-5..
DC-3165S30-800 DC-IC5e2 DC-UGT78-10
DC-316585-250... DC-IC5eS.... DC-UGT78-30
DC-3165S8-250... DC-IC5eS2. DC-UGT79-2..
DC-3165S8-450... DC-AD106..... DC-IC6.... DC-UGT79-5..
DC-3170. DC-AD501 DC-IC62.. DC-UGT79-10
DC-3180. DC-AD503 DC-IC6A. DC-UGT79-30
DC-3182. DC-AD505 DC-IC6A2 DC-UG88-1..
DC-3187. DC-AD506..... DC-IC6AS... DCUG88-2...
DC-3240. .C7 DC-AD510.... DC-IC6S. DC-UG88-5..
DC-36HD- .D-3 DC-AD511 DC-IC6S2 DCUG88-10.
DC-3800. DC-AD515 DC-KIBNC .. DCUG88-30.
DC-3802. DC-AD516.... . DC-KIBNCG DC-UG89-1.. ..B-
DC-1/2N....ooiorrerviiiennnnnn E-1 DC-3803 ... DC-ADS55 ... DCKIF.......cccoommrrrrriiiiiaennnn. C-8 DC-UG89-2......cooervvrvvrrrrnneen. B
DC-1/2NB......cevvvisiaenennn E-1 DC-3804K.....ccovrrvvvriiicrsenennn P-4 DC-ADBO0T .....oooerevvveiriieennnnn BT DCKIFG.......ccoomrrrrriiiiiiennnn. C-8 DC-UG89-5.......crvvrvirrraneen B
DC-1/4N. DC-3900. DC-AD602.... DC-KIRCA .. DC-UG89-10....
DC-1/4NB .. E-1 DC-3911. DC-AD603 DC-KIRCAG C-8 DC-UG89-30
DC-1/8N. E-1 DC-4... DC-AD604 DC-KJ10G18... C-4 DCWM-1..
DC-1/8NB... E-1 DC-4141. DC-AD605 .... DC-KJ10GTFS18.... C-5 DCWM-2..
DC-1000-P. DC-48HD-175. DC-AD606 .... DC-KJ5e90 DCWM-3..
DC-1000-S. DC-4AH....... DC-AD702.... DC-KJ5eFS18 DCWM-4..
DC-100-P DC-4AHM DC-AD703.... DC-KJ5eFS90 DCWM-6..
DC-100-S DC-4F. DC-AD705 DC-KJ5eHS90 DCWM-7..
DC-10GPP-24 DC-4F-2.. DC-AD706..... DC-KJ5eT18... DCWM-8..
DC-11... DC-AD715.... DC-KJ5eT90... DCWM-10....
DC1-1/2M.. DC-5/16N -1 DC-AD716 DC-KJ5eTFS18... C-5 DCWM-12
DC-5/16NB. DC-AD755 DC-KJ5eTS90 C-5 DCWM-13
DC-5/8N.. DC-Boot-B DC-KJ690... DCWM-14
DC-5/8NB DC-Boot-G DC-KJ6S18. DCWM-25....
DC-500F. DC-Boot-R DC-KJ6S90. DCWM-30
DC-5eP... DC-Boot-W DC-KJ6T18. DC-WP1 ..
DC-5ePC-1. DC-Boot-Y DC-KJ6T90. DC-WP3 ..
DC-5ePC-10 DCC-598B .. DC-KJ6TFS18 DC-WPG........cccoomnrrrrriiiiraenn. 7
DC-5ePC-15 DCC-59W. DC-KJBTS90 ..
DCC-6B.....
DCC-6W...
DC-CBNCMS59..
DC-CBNCM59PLEN.
DC-21HD-175 DC-CBNCMS59PLENQ..
DC-21HHD ..o DC-CBNCM6......................B-13 DC-MC78-2.....ccoevvvvvvcreerennn.B-9
DC-2510.... DC-CBNCM6G . DC-MC78-5
DC-257030 DC-CBNCM6Q. DC-MC78-10 ..
DC-257031 .... . DC-CBNCM6QG .. DC-MC78-17 ..
DC-257032.......ovvvvi B-12 DC-6PC-10.....crrvviciieenennn.C-11 DC-CBNCMPLEN...............B-13 DC-MC78-19 ............ocereereenn B
DC-257034.... DC-6PC-15. DC-CBNCMPLENQ.. DC-MC78-26 ..
DC-257046 DC-6PC-25. DC-CBNCRAM59. DC-MC88-1
DC-257049 DC-6PC-40. DC-CBNCRAMS59PLEN DC-MC88-2
DC-257121 DC-6PC-5 DC-CBNCRAMG....... DC-MC88-5
DC-257150 DC-6PC-50. DC-CBNCRAMGPLEN.. DC-MC88-10 ..
DC-257180.... DC-78-1.. DC-CBNCRAM6Q DC-MC88-18 ..
DC-257191.... DC-78-2.. DC-CF11....oo DC-MC88-19 ..
DC-257200 DC-78-5.. DC-CF11PLEN. DC-MC88-26 ..
DC-2710 DC-78-10 DC-MC88-30 ..
DC-2M.... DC-78-30 DC-CF59PLEN. DC-PP5e-12
DC-3/16N... DC-79-2.. DC-CF59PLENQ.. DC-PP5e-12HB ..
DC-3/16NB DC-79-5.. DC-CF6.... DC-PP5e-12HS ..
DC-3/4M DC-79-10 DC-CF6G.. DC-PP5e-12VB ..
DC-3/4N. DC-79-11 DC-CF6PLE DC-PP5e-16
DC3/4NB DC-79-30 DC-CF6PLENQ DC-PP5e-24
DC-3/8N. DC-8... DC-CF6Q.. DC-PP5e-48 ...
DC-3/8NB... DC-8-18.. DC-CF6QG DC-PP5eSN-24 ..
DC-3048812-250 .. DC-8-40.. DC-CRCAMS9.. DC-PP5eSN-48 ..
DC-3048514-250 .. DC-88-1.. DC-CRCAMS9PLEN..... DC-PP6-12HB
DC-3048520-250 .. DC-88-2.. DC-CRCAMS9PLENQ.. DC-PP6-12HS

Phone (800) 858-6869 « www.dolphincomponents.com ¢

Dolphin Components Corp. ¢ 1405 Poinsettia Drive * Bldg. G, Suite 3 * Delray Beach, FL 33444

Email: salesorders@dolphincomponents.com ¢ Fax (888) 274-2774
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